ADDENDUM NUMBER 1

Friday, July 6, 2018

PROJECT: SITEWORK FOR THE STREAM RE-ROUTE

FOR DAESOL MATERIAL GEORGIA
WEST POINT, GEORGIA
GM&C PROJECT NO. CMGM-170164

AD1-1

GENERAL:

A.

The following revisions and/or additions to the Drawings and Project Manual are hereby made a part of same,
and shall be incorporated in the Work of the Contract the same as if originally included in the Bid and
Construction Documents.

Bidders shall acknowledge receipt of this Addendum in writing, as provided on the Proposal Form.

When a revision and/or addition is called for to the Drawings or Project Manual, they shall be fully
coordinated with and carried through all applicable Drawings and portions of the Project Manual and other

1. Change Bid Date only from “Tuesday, July 10, 2018, to read “Tuesday, July 24, 2018”.

Refer to “Section 00250 Instructions for Submitting Bid Proposals”, omit originally issued document, and
replace with the revised “Section 00250 Instructions for Submitting Bid Proposals” which is

Refer to “Section 00410 Bid Form”, omit originally issued document, and replace with the revised “Section

Refer to Sheet C2.00 Grading & Geometric Control Plan, omit originally issued document and replace with
the revised Sheet C2.00 Grading & Geometric Control Plan which is attached to this Addendum No. 1.

Refer to the Erosion Control Plans. The existing grate inlet shown on Sheet C2.00 of this addendum shall be

Refer to Advertisement for Bids, and note that the Pre-Bid Conference was held as scheduled, and Minutes of
that meeting, along with a copy of the sign-in sheet, are attached to this Addendum No. 1.

B.
C.
Documents.
AD1-2 PROJECT MANUAL AND SPECIFICATIONS:
A. Refer to the “Advertisement for Bids”, and revise as follows:
B.
attached to this Addendum No. 1 (1 page).
C.
00410 Bid Form” which is attached to this Addendum No. 1 (6 pages).
AD1-3 DRAWINGS:
A.
B.
protected with erosion control measures during all phases of construction.
AD1-3 MISCELLANEOUS:
A.
B.

The following questions asked during the bid period are answered as follows:

1. Can the existing construction entrance/exit off Davidson Drive be utilized by the contractors?
Answer: Contractors are to utilize the existing gravel entrance off Davidson road, shown in the
plans for ingress/egress for the project. The contractor shall install a new Construction Exit Pad
as detail in the plans. The contractor shall also maintain the construction exit during the project.
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2. Is the contractor required to remove the existing construction debris located on site?
Answer: The Contractor shall be required to remove all construction debris and unsuitable
material located within the project limits. This includes, but is not limited to construction debris
left on-site from the previous project, debris discovered during earthwork operations, material
not suitable for structural fill, etc. The removal of this debris/material shall be included in the
contractor’s lump sum bid amount.

END OF ADDENDUM NUMBER 1

Attachments:  Section 00250 Instructions for Submitting Bid Proposals
Section 00410 Bid Form
Pre Bid Conference Sign-In Sheet: 2 pages (8.5”x11")
Pre Bid Conference Minutes: 2 pages (8.5"x11”)
Sheet C2.00 1 page (30°x42”)
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